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CHANNEL AND GRATE

Easy to install stormwater collection system ideal for domestic use




CHANNEL AND GRATE

Easy to install stormwater collection system ideal for domestic use

FEATURES AND BENEFITS

Suitable for domestic and light commercial operations
Take loads of up to 1.5 tonnes

Strong and durable

Lightweight and easy to install

Channels simply clip together through an integrated
tongue and groove moulded onto the ends

Sourced from ltaly

SPECIFICATIONS

1 metre lengths
Class A15 rating
Grates available in galvanised steel and PE-HD
Channel available in PE-HD and fits both grates

Use a Eurosump to install a 90° corner

GRATE ATTACHMENT

The PE-HD grate incorporates a self-locking system which
ties together across the top and automatically locks the
grates in place.

The galvanised steel grate comes with 2 click-in locking ties
to hold in the sidewalls and bolt the grates in place.

. Product - . Fittings
Size code Description | Quantity Available
Channel Closed end
and cap, End
100mm 43950-1M Galvanised cap outlet,
Steel Grate Vertical
outlet.
Channel All fittings
100mm 43960-1M | and PE-HD come in
grate PE-HD.

Vertical Outlet

End Outlet End Cap

PE-HD Grate

Galvanised Steel Grate

Please refer to our website www.pandfglobal.com to see the full range of stormwater systems.
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