
FIBREGLASS GRATING
A superior product to conventional steel grating due to its corrosion resistance.

Fibreglass grating is more cost competitive than conventional steel grating 
systems and operates at a wide temperature range - 50°C to 90°C.



FEATURES
•	 Light weight

•	 Superior strength

•	 Corrosion resistant

•	 Fire resistant

•	 Anti slip 

AREAS OF USE INCLUDE:

•	 Catwalks

•	 Wash-down areas

•	 Freezing works

•	 Sheep yards

•	 Wineries

•	 Food processing

TWO GRADES

•	 25mm Depth Walkable - Personnel

•	 38mm Depth Walkable - Cattle

•	 Sheet Size 3.66m x 1.22m

THREE SURFACE FINISHES

•	 Concave top / Flat top / Grit top

SIMPLE FIXING SYSTEMS

•	 Stainless steel clips

LOAD SHEET UNDER 1% DEFLECTION

Description Span (mm) Concentrated point  
load (kg)

Concentrated line load 
(kg/300mm)

Uniform load  
(kg/sqm)

Mesh size (mm): 38.1 x 
38.1

Thick: 25.4mm

305 1050 683 4956

457 582 297 2943

610 338 158 1224

914 187 71 397

1219 142 0 160

Mesh size (mm): 38.1 x 
38.1

Thick: 38.1mm

305 1909 1457 14270

457 1611 998 8163

610 1211 552 4140

914 688 245 1421

1219 526 137 563

FIBREGLASS GRATING
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•	 Non magnetic

•	 Non conductive

•	 Non sparking

•	 Impact resistant

•	 Easily cut and installed

•	 Substations

•	 Electrical

•	 Sump grates

•	 Fish processing

•	 Fishing trawlers

Concentrated Load 
Full Panel

Concentrated Line Load: 
300mm Wide Strip

Uniform Load: 
300 Wide Strip


