
P&F GLOBAL LTD 
0800 99 77 33   pandfglobal.com
58 Benmore Street, Invercargill 9810, New Zealand

P&F GLOBAL PRESSURE PIPE AND FITTINGS
BPIR DECLARATION

Version: 1.0 November 2023

DESIGNATED BUILDING PRODUCT: CLASS 1	

DECLARATION

P&F Global Ltd has provided this declaration to satisfy the provisions of Schedule 1(d) of the Building (Building Product 
Information Requirements) Regulations 2022.

COMPANY DETAILS

Name P&F Global Ltd

Identifier P&F Global pressure pipe and fittings

Manufacture location Overseas

Legal and trading name of manufacturer TTC INDUSTRIAL CORP LTD, ERA Co Ltd, PRIMEX INDUSTRIES

Legal and trading name of importer P&F Global Ltd

Importer address for service 58 Benmore Street, Invercargill 9810

Importer website pandfglobal.com

Importer NZBN 9429032383089

Importer email helpdesk@pandfglobal.com

Importer phone number 0800 99 77 33

DESCRIPTION

The P&F Global PVC pressure pipe and fittings system is suitable for use in pressure applications in below or above  
ground situations.

The range has the following diameters: 15mm, 20mm, 25mm, 32mm, 40mm, 50m, 65mm, 80mm, 100mm and 150mm.

Pipe lengths are 6m.

Common fittings include: bends, tees, reducing tees, sockets, couplings, socket union, spigot, bush, flange, end cap,  
plug, clip, ball valves.

SCOPE OF USE

As per AS/NZS 1477:2017 - P&F Global pressure pipes and fittings are suitable for use in areas which are permanently 
concealed.
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CONDITIONS OF USE

It is suggested a registered person install P&F Global pressure pipes and fittings - Plumbers, Gasfitters, and Drainlayers Act 
2006 Section 8.

P&F Global pressure pipes and fittings should be installed in accordance with the following standards:

•	 AS/NZS 2032:2006, Installation of PVC pipe systems.
•	 AS/NZS 2566.1:1998, Buried Flexible Pipelines.
•	 AS/NZS 2566.2:2002, Buried Flexible Pipelines.

RELEVANT BUILDING CODE CLAUSES

B2 Durability - B2.3.1 (a)

F2 Hazardous building materials - F2.3.1

G10 Piped services - G10.3.1

G12 Water Supplies - G12.3.2, G12.3.7

CONTRIBUTIONS TO COMPLIANCE

P&F Global pressure pipe and fittings are to be installed by a registered person. They will be part of a system suitable for use in 
pressure applications in below or above ground, where not exposed to direct sunlight 

B2 Durability: Performance Clauses B 2.3.1. P&F Global pressure pipe and fittings installed to AS/NZS 2032:2006 will satisfy the 
performance requirements as per the AS/NZS 1477:2017 test for a 50-year extrapolated lifespan.

G12 Water Supplies: Functional Requirement Clauses G12.2. P&F Global pressure pipe and fittings are tested to AS/NZS 
4020:2018 testing of products for use in contact with drinking water.

SUPPORTING DOCUMENTATION

For further information supporting P&F Global pressure pipe and fittings claims refer to our website www.pandfglobal.com

RESPONSIBLE PERSON

As the responsible person as set out in Regulation 3, I confirm that the information supplied in this declaration  
is based on information supplied to the company as well as the company’s own processes and is therefore to the best  
of my knowledge, correct.

I can also confirm that P&F Global pressure pipe and fittings is not subject to a warning or ban under s26 of the Building Act.

Signed for and on behalf of P&F Global Ltd:

 
 

 

Jed McLean 
Procurement Manager 
November 2023


